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Increasing the Test cell efficiency and
productivity

Providing complete measurement solution

Improving measurement accuracy

. for better, faster, and cost-effective device
modeling process
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<+Providing complete measurement solution

+Improving measurement accuracy
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ReAlign™ Technology

Automated probe-to-pad alignment procedure

based on upward-looking chuck camera:

Thermal drift compensation of probe card
& wafer at multiple temperatures

Wizard driven initial alignment

In combination with ATM provides automatic
re-alignment at multiple temperatures

MOS-AK Meeting: Increasing Accuracy and Productivity of Device Characterization Processes,

3 April 2009 A.Rumiantsev, S.Kanev

Thesma Skl Detection

SUsSS , Microlec
o |

[Priess ‘Siait' to begin the wizaid routine.

During the folloving steps the weker beight i
determiired. the viafer signed, bame potizn

tand contact posilion are sl
ishing the i

Iy
llest.
I B

SUSS Microlec

© All Rights Reserved




How does ReAlign work?

Initial Alignment - a wizard driven procedure:

Determine new contact height
Align wafer (theta)

Compensate thermal
expansion of wafer

Z-Profiling
Probe-to-Pad Alignment

Including new home position

- In less than 5 minutes

ReAlign Wizard
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Mext\wafer | Probe Card Change | Redlign Waler
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Detect Wwater Height

Fobebahana: SUSS +MicroTec

Auta Align
Z-Prafiling

Frobe To Pad Alignment

Autodlign wizard 1s running...
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ReAlign™ Technology

Benefits:

1. Automatic compensation of thermal expansion of
wafer & thermal probe drifts due to temperature
changes

2. Support included in modeling software (e.g. IC-CAP)

3. In combination with ATM: the only solution for
“Unattended Test at Multiple Temperatures”

-60° ... 25° ... 857 ... 200°C...




ReAlign™ Technology Advantages

Automated generation of parameter & reliability data

Unattended test at multiple temperatures
Constant contact quality over the whole wafer @ Temp range
Automated compensation of thermal expansion in Z (profiling)
Probe small pads at multiple temperatures
Automated compensation of thermal expansion in X-Y

Easily integrate in test executive programs

Uses a single software command, implemented (e.g. IC-CAP)

SUSS Microle
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Example of ReAlign™ Time Saving

> Temperatures
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Probe Marks after ReAlign

300mm f

Parameters:

Wafer Size: 300mm

Pad Size: 60x90um

Pad Pitch: 80um

Origin: Red square on map

Post Ramp Soak: 20 mins
Die Size (w x h): 270 x 215mm  29C 50C 75C 100C 125C

ReAlign Accuracy
—

- Excellent ReAlign AND Stepping Accuracy

MOS-AK Meeting: Increasing Accuracy and Productivity of Device Characterization Processes,

Probe System Stepping Accuracy
supported by Automated Thermal Management

SUSS Microlec

3 April 2009 A.Rumiantsev, S.Kanev

© All Rights Reserved



Increasing the Test cell efficiency and

productivity
Providing complete measurement solution

Improving measurement accuracy
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Today’s Test Challenges

Today’s industry iIs driven by:

Production at very high volumes, at very
competitive pricing, mandating rapid
time-to-market, continuous cost cutting
and constant performance improvement

Wafer level test is getting complex...

Test itself doesn’t generate a product
...Just costs

How to keep Cost and Time of test low?

SUSS Microles
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Test Is Getting Complex

Very High+—
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How to make our customers experts?

SUSS Microles
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Providing Integrated Measurement Solution

Test industry trends in the next few years
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What are Integrated solutions?
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Daily Measurement Challenge (RF e.g.)

2. RF & DC Probes
3. CSR Cal Substrates

4. Vector Network
Analyzer (VNA)

5. DC Biasing
GPIB bus 6. Measurement Software
(i.e. IC-CAP)
7. SussCal®: RRMT+, LRM+ |  ccivan o s e
_ - I ERREPRC- G TR
9. Cabling S — s = e -
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8. ProberBench SUSS Link e L E———
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Probe Station — = i | s |

Probe Accessories (tips, probe cards, cables...)

Measurement Instruments :
How to provide complete Integrated

Calibration Software : ;
NMeast e entSomyare solutions for best possible accuracy?

DUT EMI-shielding
. H '
—>Target: Best Possible Accuracy! SUSS Microlec

MOS-AK Meeting: Increasing Accuracy and Productivity of Device Characterization Processes,

3 April 2009 A.Rumiantsev, S.Kanev © All Rights Reserved



Customer Integration Challenges

To be successful, the customer needs to fit all pieces together!

and probe systems is required

Often engineers waste time trying to fit them together
Using wrong cabling, grounding, connectivity...
Typical outcome: poor measurement results ®
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Aren’t there any other alternatives?

The real alternative is “SUSS Z”

. of all needed parts for integration of certain
measurement instrumentation

. of all software tools for automation and productivity
Integration

> of all knowledge about wafer level measurement
requirements

>, of all calibration and verification procedure for confidence
In your results

>, of all know-how for set-up the system
>, of various application support

SUSS Microle
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>, = Seamless InteGration for Measurement Accuracy

SIGMA Measurement o

. R ¥o i
Instrumentation I_ ~ .

W, and | .
Software e i
Al
The SIGMA value is to provide a « ®
complete and risk free solution through
Seamless InteGrated Measurements
with the customer’s preferred
test equipment and software
to reach best possible measurement accuracy!
SUSS Microlec
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Increasing the Test cell efficiency and

productivity
Providing complete measurement solution

Improving measurement accuracy
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Let’s go discuss an example of SIGMA

For broad-band S-Parameter measurement

Measurement

Instrumentation o

and

Software

SUSS Microlec
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SIGMA Integration for Agilent PNA 110GHz

Contents P/N Picture

SUSS one part number includes:

1 Optimized VNA integration

Shortest signal measurement path
2 SussCal LRM+ for on-wafer calibration
3 Patented ceramic auxiliary chucks

B50-145268

SUSS Microlec
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Improved Measurement Dynamic

System signal attenuation and measurement time
after optimized cabling by SIGMA
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Improvement: > 6.5 dB

SUSS Microlec
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Improved Measurement Dynamic

Advantage of 6 dB in measurement dynamic:
—> about 6 dB better signal/noise ratio;

- IFBW can be increased in about 4 times for the same
measurement accuracy

Benefits:
Measure up to 3 times faster

Production measurement time can be
reduced from about 20 hours per wafer
down to one shift per wafer (8 hours)
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Optimized Wafer-Level Calibration Methods

System reference impedance Z,: eLRRM and LRM+
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LRM+ improves measurement accuracy for challenging
DUTs (i.e. high-Q inductors...)

R. Doerner, ARFTG 69th, 2007.
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Optimized Wafer-Level Calibration Methods

20 Advanced 0.13 ym RF-CMOS NFET(IBM), Cgs, fF
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*Rumiantsev, MOS-AK 2008, San Francisco
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Optimized Wafer-Level Calibration Methods @

LRM+ and NIST Multiline (with 3 lines) are
comparable for measurement accuracy
LRM+ Is more practical for implementation:

Requires fewer standards: 3 vs. 5

Saves test chip size by a factor of ~14x

Twice as fast: 10 sweeps vs. 20 sweeps

Does not require motorized positioners (or
operator). cheaper and faster
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Improved mm-Wave Calibration

“Mysterious results”
Short goes positive
“ringing, lossy lines”

f,, fra Ny @re “too good”
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A. J. Lord, "Comparing the accuracy and repeatability of on-wafer calibration techniques to 110GHz," in
European Microwave Conference, 1999, pp. 28-31. SUSS Micro
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Improved mm-Wave Calibration

Calibration Substrate
CPW

[ 1] |

S U S S S 0 | u t 1on Comparing the Accuracy and Repeatability of On-Wafer

I | I Calibration Techniques to 110GHz
Anthony J Lord
I I Cascade Microtech Europe Ltd. 3 Somerville Court, Banbury Business Park, Adderbury, Oxfordshire, UK
anthony lord@cmicro.com

Abstract Methods & Limtations
Many methods of making corrected S-Parameters Three different calibration standard substrates were
= measurements are available for on-wafer devices and used for the comparisons. One GaAs substrate for the
( :eral I I I C ‘ :h u C k circuits.  This 15 a comparative study of calibration NIST Multi-Line (LRL) calibration [1], and two alumina
techniques, presented as most accurate and repeatable for substrates for Short-Open-Load-Through (SOLT). Line-

making on-wafer measurements. Reflect Match (LRM) and Line-Reflect-Reflect-Match
(LRRM) calibrations. One alumina substrate being 623um

http://www.home.agilent.com/upload/cmc_upload/All/AR132.pdf
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Improved mm-Wave Calibration

Influence of different auxiliary chuck materials
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A. Rumiantsev, R. Doerner, and E. M. Godshalk, "Influence of calibration substrate boundary conditions on CPW characteristics and
calibration accuracy at mm-wave frequencies,” ARFTG Microwave Measurements Conference-Fall, 72nd, pp. 168-173, 2008.
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Unique Integration with IC-CAP

Control, calibration, measurement, and modeling on the
same computer with integrated ReAlign support

SUSS PC

¥

IEEE 488.2

Measurement
Instruments
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http://eesof.tm.agilent.com/products/iccap_main.html
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Technical Brief

A Seamless Solution for Automated
Measurement and  Parameter
Extraction with Agilent IC-CAP

Authors: Andrsj Rumiantsev, Franz Sischka and
Viktar Khutko

Abstract

SUSS MicroTec Test Systemns, a leading company in
high-frequency, wafer-level measurement systems
and eguipment, provides a unique solution for
measurement system integration. Due to the special

meaurements and simulations of electronic devices.
After a device has besn measured from typically DC to
high frequencies, a device model or a subcircuit is
selected for the requested simulator, and the model
parameters are extracted and optimized until the
simulated data match the measured data.

IC-CAP offers very flexible and easily customizable
capabilities for the user to communicate with the wafer
prober. This is based on the implementad
programming language PEL, which - beside providing
customn implementation of parameter extraction
strategies - enables communication with other
programs and set up of automation macros.
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Summary of SIGMA Enhanced S-Parameter

So what does this have to do with f;, f,a«?

f

[Mag, dB] SUSS
[Mag, dB] other

-10

-20

-30
0

Frequency, GHz

Advanced 0.13 pm RF-CMOS NFET(IBM), Cgs, fF
70

On-Wafer SUSS LRM+
601 == On-Wafer NIST Multiline TR

== Probe-Tip SOLT +
507 De-Embedding

407 S

307

20 T T T T T

0 20 4l9reque§1(c)y, Gl-?zo 100 120

Attenuation Constant

0.12

0.08

0.04 —

1. Excellent measurement dynamic

2. Dedicated on-wafer calibration

« Better extraction of f, f\,xy

More accurate transistor models

 Best-in-class measurements up to 110 GHz and beyond
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Conclusion

SUSS provides unique solutions for wafer-level
characterization for device modeling

Automated generation of parametric and reliability data
at multiple temperatures

Complete and risk free solution through seamless
Integrated measurements with the customer’s preferred
test equipment and software to reach best possible
measurement accuracy

Proven example for advanced broadband
characterization system up to 110GHz was presented

SUSS Microle
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