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Atomistic-TCAD: New Device Simulation tool




. New TCAD for Device: materials + quantum transport

: engineerin
science J J
- "‘rnft.ijj“
k‘ —-7 5 . 4' ‘.2' P S new Ry = kpT'/a)/Ipston)
~ N ~-on-substrate
: Y W X S Semi-empirical devi
aquantum mechan L . ] . evice parameters
ua tl’j[h heC .a Ics atomic simulations device modeling < device modeling P
ath, physics materials, chemistry, 10nm (10000 atoms) TCAD
math, physics /

Atomistic-TCAD: quantitative predictions from atomic first principles
without free parameter for realistic device structures.



. New Characters of Devices

Device performance not stability
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Fig. 1 Expernimental saturation threshold voltage, V.., of NMOS transistors
with L, down to 20nm for (a) width=200nm and (b) width=20nm at V~1.0V.

F.L. Yang et al., in VLSI Technol. Tech. Symp. Dig., pp. 208, June 2007.



. New Characters of Devices

Today’s Device Process

Crreuit design and testing
company. Needs: design
new chips for new apps.

Traditional
TCAD
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. New Characters of Devices

Need more and more parameters
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. Challenge of device design: hard to get parameters

Traditional TCAD: large number of parameters
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. Challenge of device design: hard to get parameters

Quantum effect dominate transport properties
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. Challenge of device design: hard to get parameters

New materials

Picture from Hong Guo



. Challenge of device design: The complexity of the

nterface

Defect / lattice mismatch / grain boundary lead to more problems

defect mismatch




. Challenge of device design: Heat conduction

More heat transport problems in the scales
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. Atomistic-TCAD: New Device Simulation tool

Different Simulation Platforms
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electronic transport

« First principle prediction of material
properties
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. Atomistic-TCAD: New Device Simulation tool

How atomistic-TCAD work?
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. Atomistic-TCAD: New Device Simulation tool
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Application of Atomistic-TCAD




. Application of Atomistic-TCAD

First Principles Simulations of Nanoscale
Silicon Devices with Uniaxial Strain

Lining Zhang. Srudent Member, IEEE, Ferdows Zahid. Member, IEEFE, Yu Zhu. Lei Liu.
Jian Wang. Hong Guo. Philip C. H. Chan. Fellow, IEEE. Mansun Chan, Fellow, IEEE

e IEEE Trans. Elec. Dev. 60, 3527 (2013)
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. Application of Atomistic-TCAD : Design MOSFET with new material

Ballistic Transport in Monolayer Black
Phosphorus Transistors

Fei Liu, Yijiao Wang, Xiaoyan Liu, Jian Wang. and Hong Guo
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IEEE Trans. Elec. Dev. 61, 11 (2014)



. Application of Atomistic-TCAD : Design TFET with new material

Atomic Disorder Scattering in Emerging Transistors by Parameter-Free First

Principle Modeling
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Design TFET with new material

. Application of Atomistic-TCAD
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. Application of Atomistic-TCAD : Design MTJ device
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. Application of Atomistic-TCAD: I« vs. dopant position
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Fig. 1 Experimental saturation threshold voltage, Vi, of NMOS transistors
with L, down to 20nm for (a) width=200nm and (b) width=20nm at V~=1.0V.
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Maasson, Zhu, H.G. (2011).



. Atomistic-TCAD: High-k material design of HfO2
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J. Appl. Phys. 2014, 116, 023703



. Application of Atomistic-TCAD: Electromigration of copper

week ending

PRL 106, 156404 (2011) PHYSICAL REVIEW LETTERS 15 APRIL 2011

Terminating Surface Electromigration at the Source

Kirk H. Bevan,'>* Wenguang Zhu>! Hong Guo,? and Zhenyu Zhang]‘3‘4
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Phosphorus to be an optimal surface electromigration inhibitor on Cu surface.



. Application of Atomistic-TCAD: Investigate copper interconnect

Causes for resistivity increase: @

(1) Surface scattering (2) Grain boundary  :(3) Roughness effects
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. Application of Atomistic-TCAD: Investigate copper interconnect

(1) Doping of Cu surfaces

Vision: Surface doping flattens the equipotential
surface

—> specular scattering

flat surface rough surface rough surtc'iacei -
Equipotential surface (harge tep oied)

Cu-wire B B |
specular scattering diffuse scattering specular scattering

Most exciting result: Al barrier coating reduces resistivity by 20%.

(2) Doping of Cu grain boundaries

Vision: Grain boundary doping reduces potential
variation

—> high boundary transmission

This year’s focus: First-principles prediction of resistance
for many Cu grain boundaries vs doping concentration and
doping element.
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Most promising : Doping reduces resistance of low-symmetry boundaries by up to 50%.



. Conclusion: What Atomistic-TCAD can do in future?

[ Extraction of physical quantity of Model;

1 Extraction of electronic transport parameters;
[ Design of dielectric layer;

1 Research the interface effecting of device;

[ Channel design and leakage control;

[ Simulation the doping behavior;

[ Analysis the effecting of stress in transport;

[ Analysis of heat transport;

O Improvement or innovation of device structure;
[ Process improvement or innovation;

0 New materials (I11-V) application;
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